2013 Model Year
STATE OF KANSAS

BASE VEHICLE
SPECIFICATIONS
FOR
INTERMEDIATE SIZE 4-DOOR SEDAN

EPA PASSENGER VOLUME INDEX: 102.2 Cu. Ft. minimum.

ENGINE: Minimum of six cylinders with a minimum displacement of 2.7 L.
WHEEL BASE: Minimum of 110.5".

TRANSMISSION: To be automatic type with not less than three (3) speeds forward and one reverse.

STEERING: Power assisted with tilt steering wheel.
BRAKES: Power assisted front disc, rear drum or disc.
RADIO: AM/FM.

AIR CONDITIONER: Fresh air type, factory installed.

TIRES: All season tread 16", Spare tire to be inflated ready for use.

WINDSHIELD, REAR WINDOW & SIDE GLASS: To be tinted.

TRUNK SPACE: Shall be a minimum of 16.2 cu. feet.

MIRRORS: One inside prismatic day-night and left and right ocutside rear view mirrors.

INSTRUMENT DASH: Temperature indicator, oil pressure indicator, voltmeter indicator and gas gauge.

FUEL TANK CAPACITY: Shall be a minimum of 16 gallons.

INTERIOR: Cloth seating for five (5) passengers, split or bucket type front seats.

WINDSHIELD WIPERS: Intermittent with washer.

AIR BAGS: Driver and front passenger.




